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METHOD FOR PRODUCING
TRICHLOROSILANE

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a divisional application of U.S. appli-
cation Ser. No. 12/226,202 filed Oct. 10, 2008. This applica-
tion is a divisional of an application which is related to three
other applications: “APPARATUS FOR PRODUCING
TRICHLOROSILANE” filed in the names of Toshiyuki
ISHI, Hideo ITO, Yuji SHIMIZU as a national phase entry of
PCT/IP2007/070715 filed Oct. 24,2007 (U.S. Pat. No. 7,964,
155, granted Jun. 21, 2011); “APPARATUS FOR PRODUC-
ING TRICHLOROSILANE” filed in the names of Toshiyuki
ISHI, Hideo ITO, Yuji SHIMIZU as a national phase entry of
PCT/IP2007/070725 filed Oct. 24, 2007 (U.S. Ser. No.
12/226,204 filed Oct. 10, 2008); and “APPARATUS FOR
PRODUCING TRICHLOROSILANE?” filed in the names of
Toshiyuki ISHI, Hideo ITO, Yuji SHIMIZU as a national
phase entry of PCT/JP2007/070843 filed Oct. 25, 2007 (U.S.
Pat. No. 7,998,428 granted Aug. 16, 2011); which applica-
tions are assigned to the assignee of the present application
and all three incorporated by reference herein.

TECHNICAL FIELD

The present invention relates to an apparatus for producing
trichlorosilane, which converts silicon tetrachloride into
trichlorosilane.

This application claims priority on Japanese Patent Appli-
cation No. 2006-297034, filed Oct. 31, 2006, and on Japanese
Patent Application No. 2007-259445, filed Oct. 3, 2007, the
disclosure of which is incorporated by reference herein.

BACKGROUND ART

Trichlorosilane (SiHCl,), which is used as a raw material
for the production of highly pure silicon (Si), can be produced
by conversion through a reaction of silicon tetrachloride
(SiCl,: tetrachlorosilane) with hydrogen.

In other words, silicon is produced by the reductive reac-
tion and the thermolysis reaction of trichlorosilane repre-
sented by reaction schemes (1) and (2) shown below, and
trichlorosilane is produced by the conversion reaction repre-
sented by reaction scheme (3) shown below.

SiHCl+H,—>Si+3HCl (1)

4SiHCL,—Si+3SiCl+2H, )

SiCl+H,—SiHCl+HCl 3)

As an apparatus for producing this trichlorosilane, for
example, Patent Document 1 (Japanese Patent No. 3,781,439)
proposes areactor in which a reaction chamber surrounded by
a heating element is of a dual chamber design having an outer
chamber and an inner chamber formed by two concentrically
positioned pipes, a supply gas of hydrogen and silicon tetra-
chloride is supplied to the reaction chamber from below via a
heat exchanger disposed in the bottom of this reaction cham-
ber, and a reaction product gas is discharged from the reaction
chamber in a downward direction. In this reactor, the supply
gas supplied to the outer chamber is heated by a heating
element thereby converting into a reaction product gas, which
is introduced into the inner chamber via a diverter and then
discharged.
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2
DISCLOSURE OF THE INVENTION

The following problems remain in the prior art described
above.

Namely, in the above conventional apparatus for producing
trichlorosilane, since the supply gas introduced into the outer
chamber is discharged after the gas flow being made opposite
by the diverter in the upper portion and the supply gas flowing
in the inner chamber, the apparatus has a short gas passage-
way and has a structure that it is difficult to obtain sufficient
retention time and heating required to obtain a sufficient
conversion reaction. With such a structure, it is required to
further increase the length of a dual pipe forming a reactor so
as to increase the length of the gas passageway. In this case,
there is a disadvantage that the size of the entire apparatus
increases.

In light of these problems, the present invention has been
made and an object thereof is to provide an apparatus for
producing trichlorosilane in which a long gas passageway
required to the conversion reaction can be obtained without
increasing the size of the entire apparatus, and also sufficient
retention time and heating can be obtained.

The present invention employed the following constitution
s0 as to solve the above problems. Namely, the apparatus for
producing trichlorosilane of the present invention includes: a
reaction vessel in which a supply gas containing silicon tet-
rachloride and hydrogen is supplied to produce a reaction
product gas containing trichlorosilane and hydrogen chlo-
ride; a heating mechanism that heats the interior of the reac-
tion vessel; a gas supply section that supplies the supply gas
in the reaction vessel; and a gas discharge section that dis-
charges the reaction product gas from the reaction vessel to
the outside, wherein a reaction passageway is formed in the
interior of the reaction vessel, in which a plurality of small
spaces partitioned by a plurality of reaction tubular walls that
have different inner diameters and are substantially concen-
trically disposed communicate by penetration sections
formed alternately in lower portions and upper portions of the
reaction tubular walls in order from the inside, and the gas
supply section and the gas discharge section are connected to
the reaction passageway.

In this apparatus for producing trichlorosilane, the supply
gas supplied to the reaction passageway in the reaction tubu-
lar walls sequentially flows into an outer or inner space par-
titioned by the reaction tubular walls via a flow penetration
section while being heated, and is converted into a reaction
product gas through the reaction. In this case, since the flow
penetration sections are alternately formed in upper portions
and lower portions of the reaction tubular walls in order from
the inside, the flow direction of the gas repetitively changes
between downward direction and upward direction, alter-
nately, every time the gas moves to the outer or inner small
space. Therefore, the long reaction passageway is ensured in
the reaction vessel and the heat conducting area increases by
a plurality of reaction tubular walls, and thus sufficient reten-
tion time and heating required to react the supply gas can be
ensured and a conversion ratio can be more improved. By
continuously forming the reaction passageway so as to mean-
der up and down, the size of the entire reaction vessel can be
reduced and also heat dissipation of the entire reaction vessel
can be reduced.

In this case, each of the flow penetration sections may be a
through-hole formed on the reaction tubular wall or a notch
and the like formed at the upper end portion or the lower end
portion of the reaction tubular wall. The gas supply section
may be a gas supply pipe and the gas discharge sectionmay be
a gas discharge pipe.
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The apparatus for producing trichlorosilane of the present
invention may be provided with a plurality of gas discharge
sections, and the gas supply section may be in communication
with the innermost small space of the plurality of small spaces
and the plurality of gas discharge sections may be connected
to the outermost small space.

In this apparatus for producing trichlorosilane, since the
gas supply section is in communication with the innermost
small space of the reaction passageway and the plurality of
gas discharge sections are connected to the outermost small
space, it is possible to increase the cooling effect by dividing
the discharge of the reaction product gas in a high-tempera-
ture state between a plurality of gas discharge sections and to
rapidly cool the reaction product gas by enabling heat
exchange between the outside and a plurality of places. In
other words, in the conversion reaction of silicon tetrachlo-
ride into trichlorosilane, although a reverse reaction where
trichlorosilane returns to silicon tetrachloride occurs if the
reaction product gas to be discharged is not cooled rapidly, the
rate of conversion into trichlorosilane can be improved by
rapidly cooling the reaction product gas through discharging
from the plurality of gas discharge sections. Particularly in the
case of a structure in which heating is performed from the
outside of the reaction vessel using a heating mechanism, the
rapid cooling operation can be obtained more effectively by
rapidly cooling the reaction product gas in a highest-tempera-
ture state at the plurality of gas discharge sections.

Furthermore, the apparatus for producing trichlorosilane
of the present invention may be provided with a storage
container that stores the reaction vessel and the heating
mechanism, and may be provided with an argon supply
mechanism that supplies argon to the storage container. Since
argon is supplied in the storage container by the argon sup-
plying mechanism in this apparatus for producing trichlorosi-
lane, leakage of the supply gas and the reaction product gas
from the reaction vessel can be prevented by the periphery of
the reaction vessel being in a pressurized state by argon. Thus,
it is possible to prevent the reaction of the supply gas and the
reaction product gas which have leaked from the reaction
vessel with carbon used in the reaction mechanism and the
like on the outside of the reaction vessel.

The members that form the reaction vessel of the apparatus
for producing trichlorosilane may be formed of carbon.

The surface of the carbon of the apparatus for producing
trichlorosilane may be coated with silicon carbide. Since the
reaction vessel is formed of carbon coated with silicon car-
bide (SiC) in this apparatus for producing trichlorosilane, the
production of impurities such as methane, methylchlorosi-
lane, silicon carbide, and the like by the reaction of carbon
with hydrogen, chlorosilane and hydrogen chloride (HCI) in
the supply gas and the reaction product gas can be prevented
and thus a highly pure trichlorosilane can be obtained.

According to the present invention, the following effects
are exerted.

According to the apparatus for producing trichlorosilane,
since the flow penetration sections are alternately formed in
upper portions and lower portions of a plurality of reaction
tubular walls in order from the inside, when the flow direction
of'the gas changes repetitively and alternately between down-
ward direction and upward direction, the long reaction pas-
sageway is ensured in the reaction vessel and also the heat
conducting area increases on a plurality of reaction tubular
walls. Therefore, a long reaction passageway can be ensured
without increasing the size of the entire reaction vessel, and
also sufficient retention time and heating required to react the
supply gas can be ensured and a conversion ratio to trichlo-
rosilane can be more improved.
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BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic sectional view showing an embodi-
ment of an apparatus for producing trichlorosilane of the
present invention.

FIG. 2 is a sectional view taken along lines A-A in FIG. 1.

FIG. 3 is a sectional view taken along lines B-B in FIG. 1.

BEST MODE FOR CARRYING OUT THE
INVENTION

An embodiment of the apparatus for producing trichlorosi-
lane of the present invention will be described below with
reference to FIG. 1 or 2.

As shown in FIG. 1, the apparatus for producing trichlo-
rosilane of the present embodiment includes a reaction vessel
1 in which a supply gas containing silicon tetrachloride and
hydrogen is supplied to produce a reaction product gas con-
taining trichlorosilane and hydrogen chloride by conversion
reaction; a heating mechanism 2 disposed in the periphery of
the reaction vessel 1 for heating the reaction vessel 1; a gas
supply pipe 3 for supplying the supply gas in the reaction
vessel 1; a plurality of gas discharge pipes 4 for discharging
the reaction product gas from the reaction vessel 1 to the
outside; a heat insulating material 5 disposed so as to cover
the periphery of the reaction vessel 1 and the heating mecha-
nism 2; a storage container 6 for storing the reaction vessel 1,
the heating mechanism 2 and the heat insulating material 5;
and an argon supplying mechanism 7 for supplying argon
(Ar) in the storage container 6.

As shown in FIGS. 1 and 2, in order to partition the inner
space into a plurality of small spaces 8a to 84, the reaction
vessel 1 is provided with cylindrical first to fourth reaction
tubular walls 9a to 9d which have different inner diameter. In
other words, by the first to third three reaction inner walls 9a
to 9¢, the space (space which is more inside of the outermost
fourth reaction tubular wall 9d) in the reaction vessel 1 is
partitioned into one columnar small space 8a in the center and
three tubular small spaces 85 to 84 outside the center. The gas
supply pipe 3 is in communication with the lower portion of
the columnar small space 8a inside the innermost first reac-
tion tubular wall 9a. The gas discharge pipes 4 are connected
to the outermost small space 84.

Flow through-holes 10 are alternately formed in upperpor-
tions and lower portions of these first to third reaction tubular
walls 9a to 9¢ in order from the inside. In other words, a
plurality of through-holes 10 are formed in an upper portion
of'the first reaction tubular wall 94 in a circumferential direc-
tion, while a plurality of flow through-holes 10 are formed in
an lower portion of the second reaction tubular wall 95 in a
circumferential direction. A plurality of flow through-holes
10 are formed in an upper portion of the third reaction tubular
wall 9¢ in a circumferential direction. Thus, a reaction pas-
sageway 20 in which small spaces 8a to 84 are in a commu-
nication state in order from the inside is formed by these flow
through-holes 10.

Therefore, it is set so that the supply gas supplied to the
small space 8a inside the first reaction tubular wall 9a, while
being heated, becomes a reaction product gas by reaction
while sequentially flowing to the outer small spaces 85 to 84
via a plurality of flow through-holes 10. Also, by the gas
flowing between the flow through-holes 10 disposed alter-
nately in upper portions and lower portions of the reaction
tubular walls in order from the inside, it is set so that the flow
direction of the gas repetitively changes to the upward direc-
tion and the down ward direction. In the drawing, the flow
direction of the gas is indicated by arrow.
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The first to fourth reaction tubular walls 9a to 94 are sup-
ported in a state where the lower portions are fit in a ring-
shaped grooves 21 on the upper surface of the lower support-
ing circular plate 11 and the upper portions are fit in a ring-
shaped grooves 22 on the lower surface of the upper
supporting circular plate 12. The upper portion of the upper
supporting circular plate 12 is fixed to the heat insulating
material 5 on the reaction vessel 1.

The lower supporting circular plate 11 is provided with a
central hole 115 and the small space 8a inside the first reac-
tion tubular wall 9¢ is in communication with the gas supply
pipe 3 via the central hole 115.

The gas supply pipe 3 and the gas discharge pipe 4 are in
communication with a supply hole 6a and a discharge hole 65
formed in the bottom of the storage container 6 respectively,
while the top ends are fixed to the bottom of the storage
container 6. A supply connection pipe 13 is disposed in a
central portion of the reaction vessel 1 by penetrating the heat
insulating material 5 in the bottom of this reaction vessel. As
shown in FIGS. 1 and 3, two tubular bodies 14A and 14B
which penetrate the heat insulating material 5 are disposed in
concentricity with this supply connection pipe 13. A tubular
discharge connection passageway 23 is formed between these
tubular bodies 14A and 14B. The upper end openings of the
supply hole 64 and the discharge hole 65 are in communica-
tion with the lower end openings of the supply connection
pipe 13 and the discharge connection passageway 23 respec-
tively. Tops of tubular bodies 14A and 14B forming the dis-
charge connection passageway 23 are fixed to the lower por-
tion of the lower supporting circular plate 11, and the
discharge connection passageway 23 is connected to the out-
ermost small space 84 (inside of the outermost fourth reaction
tubular wall 94) via the outer through-holes 11 a of the lower
supporting circular plate 11. Also, the upper end opening of
the supply connection pipe 13 is fixed to the lower center of
the lower supporting circular plate 11, and then connected to
the small space 8a on the inside of the first reaction tubular
wall 94 via the centeral through-hole 115 of the lower sup-
porting circular plate 11.

As shown in FIG. 3, eight of the gas discharge pipes 4 are
disposed at equal intervals in the circumferential direction of
the discharge connection passageway 23.

A supply source (not shown) of the supply gas is connected
to the gas supply pipe 3. Although the reaction product gas is
discharged from the gas discharge pipe 4 to the outside by the
pressure difference in the pipe, a discharge pump may be
connected to the gas discharge pipe 4.

With respect to each of the members forming the reaction
vessel 1, in this embodiment, the first to fourth reaction tubu-
lar walls 94 to 94, the lower supporting circular plate 11 and
the upper supporting circular plate 12, and the like are formed
of carbon and the surface of the carbon is coated with silicon
carbide.

The storage container 6 is constituted of a tubular wall 31,
and a bottom plate 32 and a ceiling plate 33 which block both
ends thereof, and is made of stainless steel.

The heating mechanism 2 is provided with a heater 15,
which is a heating element, in the periphery of the reaction
vessel 1 so as to enclose the reaction vessel 1 and with an
electrode 16, which is connected to the bottom of the heater
15 and is for flowing an electric current to the heater 15. This
electrode 16 is connected to a power supply (not shown). The
heater 15 is formed of carbon. The heating mechanism 2
carries out heating control so that the temperature inside the
reaction vessel 1 becomes a temperature in the range from
800 to 1,400° C. If the temperature inside the reaction vessel
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1 is set to 1,200° C. or higher, the conversion ratio is
improved. Also, disilanes may be introduced to recover
silanes.

The heat insulating material 5 is formed of, for example,
carbon, and is fixed to the inner wall surface of the tubular
wall 31, the upper surface of the bottom plate 32, and the
lower surface of the ceiling plate 33 of the storage container
6 so as to be pasted inside the storage container 6.

The lower supporting circular plate 11 of the reaction ves-
sel 1 is disposed in a state where it floats from the heat
insulating material 5 (heat insulating material on the bottom
plate section 32 of the storage container 6) disposed thereun-
der, forming a interstitial heat insulation space.

A temperature sensor S which protrudes into the outermost
small space 8 in the reaction passageways 20 is fixed to the
lower surface of the upper supporting circular plate 12. The
temperature is controlled by the heating mechanism 2 while
the temperature is measured by this temperature sensor S.

The argon supply mechanism 7 is provided with an argon
supply pipe 17, the tip end thereof protruding into the storage
container 6 by penetrating the bottom of the storage container
6 and the heat insulating material 5, and with an argon supply
source 18 which is connected to the argon supply pipe 17.
This argon supply mechanism 7 carries out argon supply
control so that inside space of the storage container becomes
a predetermined pressurized state. A container pump (not
shown) for carrying out replacement of the inside atmosphere
or argon exhaustion is connected to the top of the storage
container 6.

In this embodiment, since flow through-holes 10 are alter-
nately formed in upper portions and lower portions of the first
to third reaction tubular walls 9a to 9¢ in order from the
inside, the flow direction of the gas repetitively changes
between downward direction and upward direction, alter-
nately, every time the gas moves to the outside of the reaction
passageway 20. Therefore, the long reaction passageway 20 is
ensured in the reaction vessel 1 and the heat conducting area
increases on a plurality of the first to fourth reaction tubular
walls 9a to 94, and thus sufficient retention time and heating
required to react the supply gas can be ensured and a conver-
sion ratio can be more improved.

By continuously forming the reaction passageway 20 so as
to meander up and down, the size of the entire reaction vessel
1 can be reduced and also heat dissipation of the entire reac-
tion vessel 1 can be reduced.

Since the gas supply pipe 3 is in communication with the
inner small space 8a of the innermost first reaction tubular
wall 9a and the plurality of gas discharge pipes 4 are con-
nected to the outermost small space 84, it is possible to
rapidly cool the reaction product gas in a high-temperature
state by discharging through the discharge pipes and making
heat exchange between the outside and the plurality of pipes.
In other words, by rapidly cooling the reaction product gas by
discharging from a plurality of the gas discharge pipes 4, the
reverse reaction to convert to silicon tetrachloride is sup-
pressed and thus the conversion ratio can be improved.

Particularly, since the reaction product gas in a highest-
temperature state obtained by an external heating mechanism
2 is transferred to the plurality of gas discharge pipes 4 from
the outermost small space 84, the reaction product gas in a
highest-temperature state is rapidly cooled in the plurality of
gas discharge pipes 4, and thus more rapid cooling operation
is obtained and a stable conversion reaction can be obtained.

Also, since argon is supplied to the storage container 6 by
the argon supplying mechanism 7, leakage of the supply gas
and the reaction product gas from the reaction vessel 1 can be
prevented by the periphery of the reaction vessel being in a
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pressurized state by argon. Thus, it is possible to prevent
reaction of the supply gas and the reaction product gas which
have leaked from the reaction vessel 1 with carbon used in the
heating mechanism 2 and the like outside the reaction vessel
1.

When argon is supplied as a purge gas, since argon is
supplied from the bottom of the storage container 6 by the
argon supply mechanism 7, natural convection occurs in an
upward direction by heating with the heater 15. Also, by
suction from a container pump connected to the top of the
storage container 6, a high purge eftect can be obtained by the
purge gas flowing out smoothly from the bottom to the top.

Furthermore, since constituent members (first to fourth
reaction tubular walls 9a to 9d, lower supporting circular
plate 11 and upper supporting circular plate 12 and the like) of
the reaction vessel 1 is formed of carbon coated with silicon
carbide (SiC), the production of impurities such as methane,
methylchlorosilane, silicon carbide, and the like by the reac-
tion of carbon with hydrogen, chlorosilane and hydrogen
chloride (HC1) in the supply gas and the reaction product gas
can be prevented, and thus a highly pure trichlorosilane can be
obtained.

The technical scope of the present invention is not limited
to the above embodiments and various modifications which
do not depart from the spirit of the present invention can be
added.

For example, while four first to fourth reaction tubular
walls 9a to 94 were used in the above embodiments, three or
five or more reaction tubular walls may be used. When the
number of reaction tubular walls is large, whereas the energy
efficiency increases because of the increased heat transfer
area, the heating efficiency decreases since it becomes diffi-
cult to transfer the radiation heat from the heating mechanism
2 to the inside. Thus, an appropriate number of reaction
tubular walls are disposed according to gas flow amount and
the size of the entire apparatus.

In the above embodiments, as described above, it is pref-
erable to set that the supply gas is supplied from the innermost
side of the reaction passageway 20 in the reaction vessel 1 and
gradually flows to the outside through the flow through-holes
10 while changing the flow direction between upward direc-
tion and downward direction. Alterenatively, it is possible to
set that the supply gas is supplied from the outside and gradu-
ally flows to the inside.

Also, a cooling mechanism may be added by forming a
refrigerant passageway for the flowing of a refrigerant such as
water inside the wall of the storage container 5.

Furthermore, the flow through-holes 10 in both reaction
tubular walls which form passageway between cylindrical
surfaces of the walls, may be formed in not only up and down
positions but in the circumferential direction so as to be
dislocated with each other. In this situation, the passageway
between the flow through-holes 10 can be made longer. Also,
as an alternative to the flow through-holes, flow penetration
sections may be constituted of notches formed in the upper
end portion or the lower end portion of the reaction tubular
walls. The flow penetration sections of the present invention
may include both through-holes and notches.

The above-described embodiment employed a constitution
that the reaction tubular walls 9a to 94 are fit in the ring-
shaped grooves 22 of the upper supporting circular plate 12
and the ring-shaped grooves 21 of the lower supporting cir-
cular plate 11. The ring-shaped grooves may not only be
ring-shaped grooves having a rectangular cross section as
shown in FIG. 1. As an alternative, the reaction tubular walls
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may be provided with end surfaces having semicircular cross
section, and the ring-shaped grooves may have a semicircular
cross section.

Each of the ring-shaped grooves has the function of dis-
posing each reaction tubular walls in concentric alignment.
As an alternative to forming the ring-shaped grooves, for
example, the reaction tubular wall may be placed on the top
surface of the lower supporting circular plate and a ring-
shaped spacer for restricting a relative positional relation may
be interposed between the reaction tubular walls.

INDUSTRIAL APPLICABILITY

According to the apparatus for producing trichlorosilane of
the present invention, it is possible to provide an apparatus for
producing trichlorosilane in which a long gas passageway can
be ensured without increasing the size of the entire apparatus,
and also sufficient retention time and heating required to react
the supply gas can be ensured and a conversion ratio of silicon
tetrachloride to trichlorosilane can be improved.

The invention claimed is:

1. A method for producing trichlorosilane, using an appa-
ratus comprising:

a reaction vessel in which a supply gas containing silicon
tetrachloride and hydrogen is supplied to produce areac-
tion product gas containing trichlorosilane and hydro-
gen chloride;

a heating mechanism including a heater that heats the inte-
rior of the reaction vessel, encloses the reaction vessel,
and heats the interior of the reaction vessel;

wherein a reaction passageway is formed in the interior of
the reaction vessel, in which a plurality of small spaces
partitioned by a plurality of reaction tubular walls that
have different inner diameters and are substantially con-
centrically disposed communicate by flow penetration
sections formed alternately in lower portions and upper
portions of the reaction tubular walls in order from the
inside, and an outlet of the reaction passageway is at an
outermost small space,

a gas supply section which is in communication with the
innermost small space of the plurality of small spaces
that supplies the supply gas in the reaction vessel, and is
formed only at a center of the reaction vessel; and

aplurality of gas discharge sections which are connected to
the outermost small space that discharges the reaction
product gas from the reaction vessel to the outside,

the gas supply section and the gas discharge sections are
connected to the reaction passageway, and

said method comprises a step of supplying gas from the gas
supply section, moving the gas from the innermost small
space of the plurality of small spaces to the outermost
small space, and discharging gas from the gas discharge
sections, with the flow direction of the gas repetitively
changes between a downward direction and an upward
direction every time the gas moves to the outside of the
reaction passageway.

2. The method for producing trichlorosilane according to

claim 1, using an apparatus comprising:

a storage container that stores the reaction vessel and the
heating mechanism, and an argon supply mechanism
that supplies argon in the storage container.

3. The method for producing trichlorosilane according to
claim 1, wherein a member forming the reaction vessel is
formed of carbon.

4. The method for producing trichlorosilane according to
claim 3, wherein a surface of the carbon is coated with silicon
carbide.
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5. The method for producing trichlorosilane according to
claim 2, wherein a member forming the reaction vessel is
formed of carbon.

6. The method for producing trichlorosilane according to
claim 5, wherein a surface of the carbon is coated with silicon
carbide.

7. The method for producing trichlorosilane according to
claim 1, wherein a plurality of tubular spaces are formed
between the innermost reaction tubular wall and the outer-
most reaction tubular wall.

8. The method for producing trichlorosilane according to
claim 1, wherein the gas discharge sections are disposed
concentrically from the gas supply section and disposed to
support the reaction vessel.

9. The method for producing trichlorosilane according to
claim 2, wherein a space in the reaction vessel is partitioned
into a columnar small space at a center and tubular small
spaces outside the columnar small space by the plurality of
reaction tubular walls; and

the gas supply section is connected to the columnar small

space and the plurality of gas discharge sections are
connected to the outermost tubular small space.

10. The method for producing trichlorosilane according to
claim 9, wherein the gas supply section and the plurality of
gas discharge sections are located at a bottom of a storage
container that stores the reaction vessel and the heating
mechanism.
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